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Storage and decommissioning of the Weed-e 
Note: Are you shutting down the Weed-e for a period of more than two weeks? Then disconnect the 

battery. To do this, switch off the device by turning the key to "O" and then set the on/off switch to 

"0" (photo 1, no. 2). The battery will then no longer be charged. We recommend storing the battery 

in a dry room where it will not freeze if it is not used for a long time. To do this, first set the on/off 

switch to "0". The battery plug can then be removed with a twisting motion (photo 1, no. 1). Also 

store the weed bed in a dry and protected place to prevent the parts from weathering. 

 

As a trailer: Transportation of the machine 

The Weed-e can be transported as a trailer on the drawbar. Please note! The Weed-e is not approved 

for motorways and large public (federal) roads. To tow the Weed-e safely, the following preparations 

must be made: 

 

Beds up: Open the handles on the tube in the centre of the beds and push the beds up as high as 

possible. Make sure that the tube engages with a clear click. Tighten the clamping handles again. 

 

Inserting and securing the steering bar: Insert the steering bar by loosening the clamping handles. 

Secure the steering bar with the bolt and the locking pin located under the switch box. Make sure 

that the bar engages with a clear click and tighten the clamping handles again. 

Photo 1: Battery on/off switch  
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 Lowering the drawbar: Once the 

steering bar has been retracted, the 

drawbar can be lowered. To do this, pull 

the metal plate out of the tube (photo 2, 

no. 1). The plate is secured with a locking 

pin. Remove the locking pin and pull the 

plate out of the sleeve. Lower the 

drawbar completely and push the plate 

back through the drawbar and sleeve 

(photo 2, no. 2). Secure the metal plate 

again with the locking pin. When the 

drawbar is correctly connected to the 

drawbar, the arrow on the coupling 

points to a green field (photo 2, no. 3). 

 

 

Stow the jockey wheel: It is recommended to 

use the jockey wheel when the drawbar is 

connected to the trailer hitch. When the Weed-e 

is coupled to the car, the jockey wheel can be 

screwed up. Stow the jockey wheel in one of the 

tubes provided on the horizontal main beam at 

the rear (Photo 3). It is important to tighten the 

screw hand-tight so that the jockey wheel does 

not fall out while driving. 

 

 

 

Lifting the hoops and rolling up the tarpaulins: The hoops are lifted by tightening the tensioning 

straps to the maximum. Caution! We recommend rolling up the end of the straps and securing them 

with a knot. In this way, there is no slack in the airstream and no damage to objects or people can 

occur. 

Dismantling the battery: To avoid unnecessary weight on the drawbar and to ensure the longevity of 

the battery, the battery is removed from the Weed-e during transport and transported safely 

separated. Disconnect the blue plug by turning the blue ring and pulling the plugs apart.  Loosen the 

battery strap and remove the battery. 

Attaching the indicators and licence plate: The Weed-e is equipped with a holder for a licence plate. 

There are also metal sleeves for magnetic lights. We recommend the use of wireless lights. Before 

setting off, make sure that the licence plate is securely attached and that the lights are working 

properly. 

Photo 3: Stowing the jockey wheel 

Photo 2: Drawbar 
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On the field → Using the Weed-E 
 

First commissioning 

The Weed-E is delivered ready to use. 
The battery is charged and can be 
connected as shown in Photo 4. To do 
so, turn (1) the power switch to "I" by 
turning it a quarter turn. Then connect 
the plugs (2). 

The battery is then automatically 
charged by the solar panel as soon as 
solar power is available. The Weed-E is 
turned on and off via the lock in the 
control box (Photo 5, No. 1). "O" is off 

and "I" is on. 

Use of the Weed-e 
First use 

The Weed-e is delivered ready for use. The battery is charged and connected and is charged via the 

solar panel as soon as solar energy is available. The Weed-e is switched on and off using the lock in 

the switch box (photo 5, no. 1). "O" is off and "I" is on. 

 

Locomotion (1/2) 
To move the Weed-e forward, the machine is moved to the "I" position with the key. Depending on 

whether you are using the machine from the outside (turning and parking) or from the inside 

(weeding/planting), the type of forward movement is different: 

From the outside: Pull the handlebar at the front 

of the Weed-e forwards to drive and steer the 

machine (photo 6. To do this, remove the locking 

pin (photo 6, no. 1), release the two clamping 

handles (photo 6, no. 2) and pull up the spring-

loaded locking pin (photo 6, no. 3). When the 

handlebar is extended, the pin automatically falls 

into the next hole and the clamping handles can be 

tightened. 

There are two buttons at the end of the handlebar, 

one for forward and one for backward movement 

(photo 6, no. 4). Note that there is a slight delay 

between pressing a button and the reaction of the 

Weed-e. 

Photo 5: Control box 

Photo 4: Connecting the battery 
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Locomotion (2/2) 
From the inside: When the handlebar is extended, it can also be conveniently operated from the 

bed. Set the switch on the control box to "I". Select whether you want to drive forwards or 

backwards by moving the switch to the up (forwards) or down (backwards) arrow (photo 5, no. 2).  

Set the speed at which you want to drive. "10" is the maximum speed and corresponds to 1 km/hour 

(photo 5, no. 3). To stop the Weed-e temporarily, you can hold the pause button with your feet. 

When you release this button, the Weed-e will continue. To stop the device permanently, you can 

either 1) set the speed control to "0", 2) switch off the device by turning the key to the "O" position 

and 3) press the emergency stop button (red button) (photo 5, no. 4). With these options, you can 

leave the Weed-e standing while the battery is still charging, provided solar power is available. 

 

 

Adjusting the Weed-e 

The machine can be adjusted in many ways to work optimally for different crops and conditions and 

to maximize comfort. The most important settings can be made with regard to 

- Reclining bed - height, position and angle adjustment 

- Rain and sun protection cover 

- Track width 

-  Handlebar 

 

Photo 6: Steering bar 
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Beds 

 
Height 

Release the two clamping handles of the vertical tube in the centre of the machine (photo 7, no. 3). 

Lift the frame slightly and pull the locking pin (photo 7, no. 4) out of the frame. Slide the beds to the 

desired height and make sure that the frame is secured again by inserting the locking pin back into 

the tube hole with a "click". Tighten the screws again. 

Length 

The length of the bed can be determined by extending the bar on the bottom of the bed (photo 7, 

no. 2). To do this, loosen the clamping handle and slide the bar out. Tighten the clamping handle 

again. 

Angle 

The angle of the bed is determined by turning the diagonal silver bar attached to the bed frame 

(photo 7, no. 1). Turn the bar until the bed is at the desired angle. Caution! The tube must not be 

turned out too far, otherwise it may loosen completely. 

Position left-right 

The position of the beds can be adjusted sideways. To do this, loosen the nuts securing the bed to 

the cross tube (orthogonal tube) by a few turns (photo 7, no. 5). Bring the table into the desired 

position and retighten the nuts. Use a size 17 spanner for this. 

 

Photo 7: The beds can be adjusted in four different ways: Height (no. 3 and 4), length (no. 2), angle (no. 1) and 
width (no. 5) are manually adjustable, depending on individual needs and purpose. 
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Rain- and sun protecting tarp 

The tarpaulin provides protection against precipitation and UV radiation. The position of the 

tarpaulin is determined by the length of tensioning straps running through metal brace. Make sure 

that the end of the tensioning strap does not shoot through the brace! (Photo 8, no. 1). It is very 

difficult to push the end back through the brace. Once the position of the tarpaulin has been 

determined, the left over tarp can can be folded under the bracket and rolled up (photo 8, no. 2). The 

sail is then held in place by the weight of the bracket. In the lowest position of the brackets, the 

weeder is protected from crosswinds and sunlight.  

The sail can be lowered at the front and rear by unrolling it. When the tarpaulin is rolled up or down, 
it can be fixed in place with elastic bands. 

 

Track width adjustment 

 
The Weed-e has an adjustable track width and can be jacked up with the support wheel to adjust the 
wheels to the desired track width. To do this, select the wheel to be extended/retracted and slide the 
support wheel into the tube from the side you want to adjust (photo 9). The wheel is secured with a 
screw that can be loosened by hand and a locking pin that can be pulled out by hand. Unlock the 
wheel and slide it to the desired distance from the centre. Allow the locking pin to fall back into a 

Photo 8: Adjusting the tarp 
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hole in the tube and retighten the screw by hand. In the standard version, the wheels can be 
extended up to 1.6 metres from centre. This means that the distance between the rear wheel tracks 
and the front wheel track is 1.6 metres and the distance between the rear wheels is 3.2 metres. On 
request, the machine can also be supplied with a larger tube so that the front wheel runs on a track 
width of up to 1.8 metres. 

 

Charging 
First connect the charger to the socket and then the battery to the charger. The charger has two 

lights, one red and one green. While the battery is charging, the red lamp lights up. When the battery 

is 100% charged, the green lamp lights up. Only disconnect the battery when the green light is on. 

The charging time depends on the remaining charge and is up to 6.5 hours. 

 

Maintenance 
To maximize the performance of the solar modules, it is important to keep them clean. To do this, 

use soft water and a soft brush, sponge or cloth. 

 

Safety 
Prevent the battery from coming into contact with water. Has the battery become wet and switched 

itself off? Make sure that the battery is completely dry before resetting it. Then reset the battery by 

connecting it to the charger. 

 

Foto 9: Adjusting track width 

 



Scope of delivery  
 

Supplied with 

- Instructions for use 

- Additional mounting plates for transport with tractor or forklift truck 

- Lithium battery charger 

 

Attached to the weeder 

- Lithium battery, charged 

- Roof tarp, beds with headrest in the selected colour 

- Break foot pedal 

- Steering plate and handlebar 

- Central steering console 

- Jack wheel 

- Solar panel and converter 

-  

Technical specifications 
 

Description M-2  
 

Transport dimensions in m 
(HxWxD)  

1.65 x 1.65 x 3.50 

Curb weight 325 kg (incl. accu) 

Possible track width 0.75 - 1.6 m 

Lithium battery  24V 50Ah 

Motor  250W 24V 

Travelling speed 0-1 km/hour 

Solar pane yes 

Rain/sun protective tarpaulin yes 

Pause button yes 

Maximum ground clearance  75 cm 

Minimum ground clearance  35 cm 

Angle of beds Adjustable 
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Applications of the Weed-e 
 

What can and cannot be done 

The Weed-e is designed exclusively for driving on flat terrain (up to 6%) with two people and up to 50 

kg of additional equipment (harvesting shovels or seed potatoes) at a maximum speed of 1 km/h. 

The battery, the control unit and the inverter are designed exclusively for use with the Weed-e.  As 

soon as the Weed-e or the aforementioned components of the Weed-e are used for other purposes, 

the warranty is immediately cancelled. 

 

 

 

Defect and warranty 
We generally advise you to contact us as soon as possible in the event of a fault so that we can find a 

solution together. Please be careful if you have a problem with the battery and never tinker with the 

electrics yourself without consulting us! This advice is for your own safety. 

The Weed-e has a 2-year guarantee on all parts, provided that the device has been used in the 

manner described above. If a part is defective after the warranty period has expired, we will be 

happy to help you with a replacement or repair. Is the defect due to poor design or have we made a 

mistake in the construction? If so, FieldWorkers will reimburse the repair costs. If not, the costs will 

be charged to the customer. 

 


